






SABEN BHR - AUTOMATIC MODEL

Areas of use:

It is used for transfer heat press, sequin application, and printing processes especially for sewn products and the 
products that have a higher contraction rate and are exposed to discoloration when heated. Transfer heat press 
operates via a pneumatic system. The head on the upper heater table is loaded onto the induction shaft and it 
can; thus, very easily moves automatically rightward and leftward. This body is also equipped with a control panel. 
Heat, time, and pressure can be adjusted on the control panel. Lower tables are heated via steam and support-
ed with a steam unit independently from the machine. Transfer heat pressure can be adjusted between 0 to 6 
bars depending on the assignment. The upper heater table is coated with a special Tefl on tape that prevents any 
damage to the products worked. The lower tables have; on the other hand, special premium quality sponges with 
higher silicon rate and resistance against heat and pressure.

TECHNICAL CHARACTERISTICS BHR 40×60 BHR 50×70

RESISTANCE POWER 24 KW 25 KW

FUSING DURATION 10 – 60 SEC 10 – 60 SEC

PRESSURE 0 – 15 KG 0 – 15 KG

MAX TEMPERATURE 0 – 200 °C 0 – 200 °C

VOLTAGE 380V 380V

DIMENSIONS 94 x 130 x 151 cm 94 x 150 x 151 cm

WEIGHT 310 kg 370 kg



SABEN ERT - AUTOMATIC MODEL

Areas of use:
Our automatic nylon fusing machine is used in the embroidery processes of textile in general and off er a rapid and 
practical solution for cleaning of waste yarn left behind products. Transfer heat press operates via a pneumatic 
system. The head on the upper table is loaded onto the induction shaft and it can; thus, very easily moves au-
tomatically rightward and leftward. This body is also equipped with a control panel. Heat, time, and pressure can 
be adjusted on the control panel. Transfer heat pressure can be adjusted between 0 to 6 bars depending on the 
assignment. The upper table functions as a transfer press and is coated with a special Tefl on tape with an interior 
heat insulation rubber that prevents any damage to the products worked. Once the two lower tables have heat up 
to the desired level, nylon interlining is covered thereon to healthily start the cleaning process.

TECHNICAL CHARACTERISTICS ERT 50×70 ERT 60×80

RESISTANCE POWER 12 KW 25 KW

FUSING DURATION 10 – 60 SEC 10 – 60 SEC

PRESSURE 0 – 15 KG 0 – 15 KG

MAX TEMPERATURE 0 – 200 °C 0 – 200 °C

VOLTAGE 380V 380V

DIMENSIONS 94 x 150 x 151 cm 94 x 150 x 151 cm

WEIGHT 465 kg 550 kg



SABEN - DFB - AUTOMATIC MODEL

Areas of use:

It is used in transfer printing, stone bonding and screen printing processes, especially on sewn products. 
The printing press works with a pneumatic system. The head with the upper heating plate is loaded on the linear
motor system, so it can be moved to the right and left automatically very easily. There is also a control panel on this 
body. Heat, time and pressure settings can be adjusted from the control panel. The printing pressure is adjustable 
between 0 – 6 bar according to the work situation. The upper heating plate is covered with a special Tefl on tape, 
thus preventing the products from being damaged. On the lower tables, there are special silicone rubber sponges 
resistant to heat and pressure or felts suitable for sublimation, depending on the work to be worked on.

TECHNICAL CHARACTERISTICS DFB 70x100 DFB 100x120

RESISTANCE POWER 12 KW 14KW

FUSING DURATION 10  - 60 SEC 10  - 60 SEC

PRESSURE 0 - 15 KG 0 - 15 KG

MAX TEMPERATURE 0 – 200 °C 0 – 200 °C

VOLTAGE 230V 230V

DIMENSIONS 140 x 120 x 320 cm 140 x 150 x 360 cm

WEIGHT   750 kg 950 kg
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